Frame & Cover Held Inplace With
“Type S" Mortar. See Standard
Detail S5—-4.00 For Frame And

Cover Dimensions.
Insert. See Detail SS—4.02.

Finished Grade

A" SIS
6" Max. i i
Manhole Steps r Adjust To Fino.l Grogie With
= : Concrete Leveling Rings.
Cast In Place X Use “T S" Mort
See Standard L TseS tylg'e ortar
Detail SS-3.00 & 3.01 0 Set Rings.
. "= <N\ Joints Shall Be
Gfout All Joints P '--S_;-/Rubber 0—Ring
With Non-—Shrink, = Or Ram—Neck
Wc?therE(r]gIg% g Plastic Gaskets Or
P . g " : , Bituminous Tape
Grout. 5" 48 Jfe—5
] -
_ e N T Coat Exterior With
Pipe Holes Shall % ' 2 Coats Of
Have Press 3 5 Asphaltic
Gaskets Cast o ——
Inplace. ? : 5
See Std. DetoH——f”’ﬁﬁuﬁb_,,u 6 |
SS-2.00 For ' " A 6" Min.
Bench Detail \ — 1
Coarse Aggregate Base
Notes:

1. Precast Manhole Shall Conform To ASTM C-478(Latest) As
Manufactored By: York Concrete Septic Tanks Inc. York Pa.

Or An Approved Equal.

2. Mortar Shall Be “Type S".

3. Bench And Channel Shall Be Brick Or Hand Formed Concrete.
Min. Thickness Of 4", Bench Shall Slope To Top Of Pipe 1/2"
Fall Per Foot.

4. Manhole Steps Required Over Effluent Side As Shown.
APPROVAL REVISED TOWN OF EASTON
. MAY 1, 89 AND
/-/%ﬂ(/émb %éé AUG 1, 94 EASTON UTILITIES
EU MANAGER OF ENGINEERING DATE | MAR 9. 95 STANDARD DETAILS

FEB 1. 02 PRECAST CONCRETE
MANHOLE
ISSUED: MAY 1, 1986 STANDARD NO. SS-1.00

Install Manhole






